
• Parking will be shifted to the south side 
of Franklin.

• High visibility crosswalk will be installed 
at West 77th Street.

Delineators will be added between West 81st and West 80th 
Streets to enhance the visibility of the lane shift. A high 

visibility crosswalk will be added in this block.

• High visibility crosswalk will be installed.
• Rectangular Rapid Flashing Beacon will 

be installed to enhance crossing safety.
• Delineators will be added on the north 

side east of the crosswalk to provide a 
safety buffer between pedestrians in the 
crosswalk and parked vehicles. See 
image B.

• Bridge wall on the southeast corner will 
be shortened to accommodate ADA-
compliant curb ramps and crossings.

• High visibility crosswalks will be added 
across Franklin & West 85th Street.

• The right turn slip lane will be removed 
and turning radius tightened to shorten 
pedestrian crossing distances and slow 
down traffic.

Traffic signal will be 
replaced with mini 

roundabout. See image A.

Curb extensions are being added along the 
north side of Franklin on either side of the 
W. 65th Street intersection as part of that 

rehabilitation project.
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Image B. Crosswalk Delineator Enhancements 
(example from Mayfield Road, Cleveland)

Image A. Mini Roundabout

Delineators prevent drivers from parking too close to crosswalks and 
preserve sight lines for pedestrians crossing the street. Delineators 
do not impact street tree roots or roadway drainage, while providing 
similar safety benefits to concrete curb extensions.

Mini-roundabouts fit within an existing intersection where they 
slow traffic by forcing a turning movement around a central circle. 
They are very similar in function to the neighborhood traffic circles 
described in the Franklin Traffic Calming TLCI, but meet engineering 
standards that allow them to replace traffic signals and safely 
accommodate larger vehicles.

Figure: Federal Highway Administration (FHWA)



Traffic signal will be 
replaced with mini 

roundabout. See image A.

• High visibility crosswalk will be installed.
• Rectangular Rapid Flashing Beacon will be 

installed to enhance crossing safety.
• The curb radius at the northeast corner 

will be reduced to shorten the crossing 
distance at the new crosswalk and to force 
slower turning speeds. See image B.

• Delineators will be added east of the 
crosswalk to provide a safety buffer 
between pedestrians in the crosswalk and 
parked vehicles. See image C.

• Project partners are reaching out to the 
property owner to discuss safety 
improvements at this intersection.

• If the property owner agrees, the driveway 
nearest to the intersection can be 
removed and replaced with a full height 
curb and tree lawn.

Curb extensions are being added along the 
north side of Franklin on either side of the W. 

65th Street intersection as part of that 
rehabilitation project.

A mini-roundabout will be added at 
W. 50th Street to enhance safety 
based on observed crash patterns 
and sight lines.
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Image C. Reduced Curb Radii DiagramImage B. Crosswalk Delineator Enhancements 
(example from Mayfield Road, Cleveland)

Image A. Mini Roundabout

Delineators prevent drivers from parking too close to crosswalks and 
preserve sight lines for pedestrians crossing the street. Delineators 
do not impact street tree roots or roadway drainage, while providing 
similar safety benefits to concrete curb extensions.

Mini-roundabouts fit within an existing intersection where they 
slow traffic by forcing a turning movement around a central circle. 
They are very similar in function to the neighborhood traffic circles 
described in the Franklin Traffic Calming TLCI, but meet engineering 
standards that allow them to replace traffic signals and safely 
accommodate larger vehicles.

Figure: Federal Highway Administration (FHWA)



Traffic signal will be 
replaced with mini 

roundabout. See image A.

• High visibility crosswalk will be installed.
• Delineators will be added east of

the crosswalk to provide a safety
buffer between pedestrians in the crosswalk
and parked vehicles. See image B.

• A curb extension will be added at the
southeast corner of West 44th to reduce
turning speeds and to shorten pedestrian
crossing distances

• The traffic signal will be removed and a
Rectangular Rapid Flashing Beacon will be
installed to assist with pedestrian crossing.

• High visibility crosswalk will be installed.
• Delineators will be added on the north

side on both sides of the West 32nd to
provide a safety buffer from parked
vehicles. See image B.

• The traffic signal will be removed and
a Rectangular Rapid Flashing Beacon will
be installed to assist with pedestrian
crossing.

• High visibility crosswalk will be
installed.

• Delineators will be added east of the
crosswalk to create a safety buffer
between pedestrians in the crosswalk
and parked vehicles. See image B.

• The curb radius at the northeast
corner of West 29th Street will be
reduced to force lower turning
speeds and to shorten the crosswalk
crossing distance. See image C.

• Eastbound lane striping on Franklin will be adjusted
so that only one lane of traffic approaches the
crosswalk at Lutheran Hospital.

• The existing flashing pedestrian signals will be
converted to push-button activated flashers to attract
attention when pedestrians are present.

• Eastbound lanes approaching W. 25th will be re-
striped to one left turn lane and one right turn lane.

• The addition of a Leading Pedestrian Interval (LPI) at
the West 25th traffic signal is being evaluated by the
City separately from the project work.

• Traffic signal will be replaced with mini 
roundabout. See image A.

West Franklin Boulevard Rehabilitation—West 45th Street to West 25th Street
July 23, 2021

Image C. Reduced Curb Radii DiagramImage B. Crosswalk Delineator Enhancements 
(example from Mayfield Road, Cleveland)

Image A. Mini Roundabout

Delineators prevent drivers from parking too close to crosswalks and 
preserve sight lines for pedestrians crossing the street. Delineators 
do not impact street tree roots or roadway drainage, while providing 
similar safety benefits to concrete curb extensions.

Mini-roundabouts fit within an existing intersection where they 
slow traffic by forcing a turning movement around a central circle. 
They are very similar in function to the neighborhood traffic circles 
described in the Franklin Traffic Calming TLCI, but meet engineering 
standards that allow them to replace traffic signals and safely 
accommodate larger vehicles.

Figure: Federal Highway Administration (FHWA)


